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The operator of this vehicle was trying to destroy the Engine & Transmission!
[bookmark: _GoBack]Companies won’t be victim to engine and transmission abuse because of destructive drivers. Negligent operators are identified and held liable for the extra wear and tear.
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DRIVER NEGLIGENCE AND ABUSE DETECTION
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Example 4 - EXTREME ARM — ENGINE & TRANSMISSION ABUSE!

ME “AVERAGE REVOLUTIONS PER MILE”
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THROTTLE HISTORY CAN VERIFY...

SAE.TP % Absolute Throttle Position

ENGINE REVOLUTIONS RISING WITH SPEED ARE
“RACING SPIKES”. VERTICAL SPEED LINES ARE
“BURNOUTS"... ALL IN RED LINE
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VEHICLE ED NORMAL. WHY HIGH ARM?
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ENGINE LOAD HISTORY CAN VERIFY...

Calculated Engine Load

ENGINE REVOLUTIONS RISING BUT SPEED

DECREASING INDICATES “DOWNSHIFTING”...

MANY TIMES TO RED LINE

Ll
Average Revolutions per Mile = 7058 ‘
T 'L',. VT

ENGINE REVOLUTION HISTORY SHOWS
NEGLIGENT ENGINE & TRANSMISSION ABUSE
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HORIZONTAL SPEED FLATLINES INDICATE MAX
SPEED FOR THAT GEAR. THIS HAPPENS BY
NOT LETTING THE TRANSMISSION SHIFT.

i
Average Revolutions per Mile = 7058
M,





image3.png
KEN@®METER





ENOMETER



